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L

II.

II1.

INTRODUCTION

The above entity has applied to the State Revolving Fund (SRF) Loan Program for a loan to finance all
or part of the wastewater project described in the accompanying Environmental Assessment (EA). As
part of facilities planning requirements, an environmental review has been completed which addresses
the project's impacts on the natural and human environment. This review is summarized in the attached
EA, which can also be viewed at http://www.in.gov/ifa/srf/.

PRELIMINARY FINDING OF NO SIGNIFICANT IMPACT (FNSI)

The SRF has evaluated all pertinent environmental information regarding the proposed project and
determined that an Environmental Impact Statement is not necessary. Subject to responses received
during the 30-day public comment period, and pursuant to Indiana Code 4-4-11, it is our preliminary
finding that the construction and operation of the proposed facilities will result in no significant adverse
environmental impact. In the absence of significant comments, the attached EA shall serve as the final
environmental document.

COMMENTS

All interested parties may comment upon the EA/FNSI. Comments must be received at the address
below by the deadline date above. Significant comments may prompt a reevaluation of the preliminary
FNSI; if appropriate, a new FNSI will be issued for another 30-day public comment period. A final
decision to proceed, or not to proceed, with the proposed project shall be effected by finalizing, or not
finalizing, the FNSI as appropriate. Comments regarding this document should be sent within 30 days
to:

Max Henschen
Senior Environmental Manager
State Revolving Fund -- IGCN 1275
100 N. Senate Ave.
Indianapolis, IN 46204
317-232-8623; mhensche at ifa.in.gov



ENVIRONMENTAL
ASSESSMENT

I. PROJECT IDENTIFICATION

Project Name and Address: Third Street Sewer Separation & Force
Main, Downtown Storm Sewer
Installation, and Ultra-Violet (UV)
Disinfection Replacement at WWTP
City of Seymour
City Hall
301-309 N. Chestnut Street
Seymour, IN 47274

SRF Project Number; WWI10 03 3602

Authorized Representative: The Honorable Craig Luedeman, Mayor

II. Proiect LOCATION

Seymour is located in Jackson County in south-central Indiana. The city’s existing service area and
20-year service area are one and the same. The city’s project areas consist of (1) the 3™ Street sewer
separation area and the proposed force main route, and the downtown storm sewer installation area
which is bounded to the north by 5" Street, to the west by East Drive, to the south by 2™ Street and 1o
the east by Burkhart Boulevard; and (2) the wastewater treatment plant (WWTP). The 3™ Street sewer
separation and downtown storm sewer installation area is located in the Seymour USGS topographic
quadrangle in Jackson Township, T6N, R6E, sections 17 and 18, and also located in the Chestnut
Ridge USGS topographic quadrangle in Jackson Township, T6N, R6E, sections 16 and 17; while the
WWTP is located in the Seymour USGS quadrangle in Jackson Township, T6N, R5E, SE % of Section
14 (Figure 1),

I1I. PROJECT NEED AND PURPOSE

Seymour's collection system consists of a combination of sanitary sewers and combined sewers (i.¢.,
sewers which carry both storm water and sanitary wastewater). Part of the combined system was
constructed approximately a hundred years ago as 3- by 5-foot rectangular sewers, comprised of flat
rocks,

Seymour’s combined sewer system has one permifted bypass point (#101) at the WWTP. During
heavy rains, excess flows can be routed through the primary clarifiers of the treatment plant to the
chlorine contact tank for disinfection and then discharged through outfall 001 to the East Fork White
River.

Seymour’s National Pollutant Discharge Elimination System (NPDES) permit required the
development of a CSO Long Term Control Plan (LTCP). The city’s original CSO LTCP was
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approved by the Indiana Department of Environmental Management (DEM) on June 13, 2005. Atthe
city’s request, the IDEM revised the LTCP schedule on July 23, 2009 to allow the cily to complete the
proposed work in several phases.

Two phases have been completed: Phase I-A included the installation of two new generators at the
WWTP; Phase 1-B implemented miscellancous repairs and upgrades to the WWTP. Phase 11 includes
the realignment of Von Fange Ditch, which will provide additional capacity for storm water flow
generated from the sewer separation projects described in this document. That project should be
completed by the spring of 2011, The city has been issued a construction permit for phases 111 and 1V
from the IDEM’s Facilities Construction and Engineering Support Section; these phases will separate
storm run-off from sanitary sewers. This document describes phases 111 (construction of a new storm
sewer system for the downtown arca) and IV (construction of new sanitary sewers along 3" Street and
installation of a new force main from the 4™ Street Jift station).

A new storm sewer system will be installed that will discharge storm water to the Von Fange Ditch at
the intersection of State Road 258 (6" Street) and Johnson Street. Some existing sanitary sewers will
have to be relocated since they conflict with the proposed storm sewers. The sanitary sewers that will
be relocated are on Johnson Street, 5™ Street between Johnson and Elm Streets, and in the intersection
at 5" and Walnut Streets. The new storm sewer system will be capable of handling flows for a 10-year
storm event and will discharge to Von Fange Ditch.

The 3' Street sewer separation project includes the installation of a new 12-inch force main that will
convey flow from the 4" Street lift station to State Road 11 (Broadway Avenue),where it will aravity
flow south to the new sanitary sewers at the alfey between 2™ and 3™ Streets. The city will replace
sanitary sewers in the alley between 2" and 3! Streets from O’ Brien Street west to Ewing Street and
from the intersection of the alley at Indianapolis Avenue west to Chestnut Street. The city will also
replace sewers along 3" Street from Chestnut Street west to Poplar Street. The new sanitary sewers
will be connected to an existing 36-inch sanitary sewer at the intersection of Poplar and 3" Streets.

The city currently uses a malfunctioning UV disinfection system at the WWTP which causes E. coli
violations in the treated effluent. The city will replace the malfunctioning UV unit with a new one.

1V, PROJECT DESCRIPTION
The storm sewer and 3" Street Sewer separation projects include (Figure 2):
A. installing approximately 1,942 feet of 8-inch polyvinyl chloride (PVC) sanitary sewers;
B. installing approximately 2,053 feet of 15-inch PVC sanitary sewers;
C. mnstalling approximately 775 feet of 24-inch of PVC sanitary sewers;
D. installing approximately 40 feet of 24-inch PVC sanitary sewers with 30-inch steel casing;
=, installing approximately 785 feet of 36-inch PVC sanitary sewers;
F. installing approximately 5,250 feet of 12-inch PVC force main;
(. installing approximately two air release valves;
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H. installing approximately 32 sanitary manholes;
I installing approximately 3,231 feet of 12-inch high density polyethylene (HDPE) storm sewer;
I installing approximately 1,971 feet of 15-inch HDPE storm sewer;

K. installing approximately 1,888 feet of 18-inch HDPE storm sewer;

L. installing approximately 30 feet of 21-inch reinforced concrete pipe;
M. installing approximately 2,016 feet of 24-inch HDPE storm sewer;
N. installing approximately 1,369 feet of 30-inch HDPE storm sewer;
O. installing approximately 1,233 feet of 36-inch HDPE storm sewer;

P. installing approximately 380 feet of 42-inch HDPE storm sewer;
Q. installing approximately 676 feet of 6-foot by 3-foot reinforce concrete box (RCB);
R. ilastalling approximately 2,117 feet of 6-foot by 4-foot RCB;
S. installing approximately 123 storm inlets; and
T. installing approximately 40 storm manholes.
The UV disinfection replacement project includes installing two channels with four banks of UV lights
(see Figure 3).
V. ESTIMATED PROJECT COSTS, AFFORDABILITY AND FUNDING

A. Selected Plan Estimated Cost Summary

Construction Components Costs
3" Street Sewer Separation $6,657,000
UV Disinfection System 1,100,000

Construction Subtotal $7,757,000
Contingencies 650,000
Total Estimated Construction Cost  $8,467,000
Non-Construction Costs

Financial $ 30,000
Legal 30,000
Engineering Design 493,000
Other Engineering Services 457,000
Soils Engineering (Compaction Test) 40,000

Non-Constraction Subtotal $1,050,000

Total Estimated Project Cost  $9,457,000
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B. The city will borrow approximately $9,457,000 through a 20-year SRF loan at a fixed interest rate
to be determined at loan closing. Monthly user rates and charges may need to be analyzed to
determine if adjustments are required for loan repayment.

VI DESCRIPTION OF EVALUATED ALTERNATIVES

A. Two alternatives were evaluated for the combined sewer separation project including the “No
Action” alternative.

1. “No-Action" Alternative

This alternative was eliminated since the city would not be in compliance with its CSO LTCP,
and excess flows would continue to receive only disinfection before being bypassed to the East
i‘ork White River. In addition, the century-old flat rock rectangular sewers and other sewers
would continue to deteriorate, and the Burkhart Boulevard lift station would stitl be
undersized, potentially causing backups in the sewer system.

2. Sewer Separation Alternative

This alternative involves the instailation of a new sanitary sewer system and a new storm
sewer system in the 3 Street or downtown combined sewer area. Storm inlets would be
disconnected from the combined sewers and connected to the new storm sewers. In addition, a
new force main from the 4* Street lift station to the new sanitary portion of the proposed
collection system will be installed 1o alleviate flows at the Burkhart Boulevard 1ift station.
This was the selected alternative based on cost.

B. Two alternatives were evaluated for the replacement of the UV disinfection equipment including
the “No Action” alternative.

1. “No- Action™ Alternative

The “No Action” alternative was eliminated since the city’s WWTP effluent would continue to
exceed the daily maximum E. coli limit and repair costs would continue.

2. Replace UV Disinfection Equipment
This alternative involves replacing the UV disinfection equipment with a new system,

including upgrades to the electrical system and making minor structural and piping
modifications. Based on reliability and cost, this was the selected alternative.

VII. ENVIRONMENTAL IMPACTS OF THE FEASIBLE ALTERNATIVES
A. Direct Impacts of Construction and Operation
Disturbed and Undisturbed Areas: The proposed sanitary and storm sewer lines and storm inlets

will be installed under existing streets and immediately adjacent to roads in arcas previously
disturbed by road construction; some sanitary sewers will be placed inside the old stone sewers.
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Structural Resources (Figures 4-7): Work will occur in the Seymour Commercial, Walnut Street,
and Westover Historic Districts. However, construction and operation of the project will not alter,
demolish or remove historic properties. If any visual or audible impacts to historic properties
accur, they will be temporary and will not alter the characteristics that qualify such properties for
inclusion in or eligibility for the National Register of Historic Places, The SRIE’s finding pursuant
to the Section 106 of the National Historic Preservation Act, is: “no historic properties affected,”

Plants and Animals: The proposed projects will not impact state or federal-listed endangered
species or their habitat. All trees and vegetation between the back of curb and sidewalk wilf be
profected during construction activities.

Prime Farmland: The proposed project will not cause a conversion of prime farmland.

Wetlands (Figure 8): A new storm sewer outfall will be constructed on Van Fange Ditch, a
riverine excavated wetland. The disinfection work will not affect wetlands.

100-Year Floodplain (Figure 9): A small portion of the proposed storm sewer system will be in
the 100-year floodplain. However, since the sewers will be installed below ground, no
displacement of floodwaters will occur. The WWTP site is entirely in the 100-year floodplain, but
has been constructed a minimum of two feet above the 100-floodplain.

Surface Waters: The proposed projects will not adversely affect waters of high quality listed in
327 IAC 2-1-2(3), exceptional use streams listed in 327 IAC 2-1-11(b), or Natural, Scenic and
Recreational Rivers and Streams listed in 312 IAC 7-(2), Salmonid Streams tisted in 327 IAC 2-
1.5-5(a)(3) or waters on the Outstanding Rivers list (Natural Resources Commission Non-Rule
Policy Document). A new outfall for the storm sewer system will be installed in Von Fange Ditch;
the ditch will be restored to its original state fol Eowmg installation of the outfall using grouted
riprap. The city has received wetland permits from the U.S Army Corps of Engineers and from
the IDEM.

Groundwater: Dewatering during construction will temporarily affect the groundwater level.
Several homes along 5" Street between Johnson Street and Calvin Boulevard use private wells,
The contractor will be required to provide potable water to these homes during construction if
dewatering operations temporarily affect the private wells.

Air Quality: Dust will be produced during construction activities.

Open Space and Recreational Opportunities: The proposed project's construction and operatxon
will neither create nor destroy open space and recreational opportunities.

Lake Michigan Coastal Program: The proposed project will not affect the Lake Michigan Coastal
Zone,

The construction and operation of the proposed project will not affect National Natural
Landmarks.

B. Indirect Impacts
The city’s Preliminary Engineering Report (PER) states: The City of Seymour, through the
authority of its council, planning commission or other means, will ensure that future development,
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as well as future collection system or (reatment works projects connecting io State Revolving Fund
(SRE)-funded facilities will not adversely impact archaeological, historical, or structural
resources, wetlands, wooded areas or other sensitive environmental resources. The City will
require new development and treatment works profects to be constructed within the guidelines of
the USFWS, IDNR, IDEM, and other environmental review quthoritios.

C. Comments from Environmental Review Authorities

This document serves as the first notice to the Indiana Department of Natural Resources {IDNR)
Environmental Unit (EU), the IDNR Division of Historic Preservation and Archaeology (DHPA)
and the U.S. Fish and Wildlife Service (USFWS).

In correspondence dated June 16, 2010 the Natural Resources Conservation Service stated: The
project to separate the combined sewer system along 3 Street and to replace the Ultraviolet
disinfection unit ai the wastewater treatment plant in the City of Seymour, Jackson County,
Indiana, as referred in your letter received June 2, 2010, will niot cause conversion of prime
Jarmland.

VIII. MITIGATION MEASURES
The city’s PER flists the following mitigation measures:
No long- term negative erosion, siltation, air quality, or odor impacts are expected from this project.
Short-term erosion and siltation impacts will be conirolled and monitored by the Contractor during

the installation and construction of the sanitary and storm sewer and WWTFEF improvements.

Measures will be taken to minimize dust initiated by this project and dust control will be required by
the Contractor during construction within residential areas and downtown limits.

Mitigation measures cited in comment letters from the Indiana Department of Natural Resources
(IDNR) and the United States Fish and Wildlife Service (USFWS) will be implemented,

Dewatering flows will be setiled prior io discharge using INDOT approved temporary erosion control
technologies.
1X. PUBLIC PARTICIPATION

A public hearing was held at City Hall at 7:00 PM on June 21, 2010 to discuss the Preliminary
Engineering Report. No members of the public attended the hearing.
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